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PHYSICS DATA. The physics
data configuration can be automated through
the importation of physics data using a
variety of scanning software formats or
Microsoft® Excel spreadsheets. The
recommended data set includes the following:
• TMR, TPR, or PDO data.
• Output Factors: Total Scatter or Phantom and

Collimator Scatter Factors.
• Wedge Factors: Single Factor or field size

dependent factors.
• Attenuator Factors: For block trays and other

devices.
• Off Axis Profiles: For open and wedge fields or

varying field sizes and depths.
• Electron Cone and Cutout Factors.

No other software has proven to be more accurate

Sales Support Inside USA: 866.592.1343 option 1, Outside USA: +1.903.207.4298 option 1, Technical Support: option 2
Email: sales@lifelinesoflware.com • Website: www.lifelinesoltware.com

GENERAL RE~UIREMENTS •
• Microsoft® Windows® g8/Me, NT 4.0, 2000, XP, and Vista™ compatible.
• 133 MHz Pentium® or faster.
• 24 MB RAM: 128 MB or more for best performance.
• Mouse or pointing device.
• CD-ROM drive for installation.
• Printer for report printouts.
• Internet connectivity further enhances initial setup and technical

support assistance.
• The import and export utilities may require the computer to be

networked.

SUPPORT & HELP.
• Unlimited Technical Support during active maintenance

contract period*. This includes support via phone or web.
• Program upgrades during maintenance contract period.
• Physics data configuration service included for

accelerating your installation process. This service is
available for the initial setup for up to two (2) machines.

• User friendly hardcopy of Users Manual.
• Extensive PDF format Help file.
• RadCalc offers a mUltilingual user interface and

User's Manual.

• Amaintenance contract period lasts for one (1) year.


